20060219.ba v03_n892.bam.20060219

>From ???@??? Sun Feb 19 01:09:33 2006 -0600
Date: Sun, 19 Feb 2006 07:08:50 GMT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3892
Message-Id: <20060219070239.97E0240964@srvr1.theporch.com>

			    BOATANCHORS Digest 3892

Topics covered in this issue include:

  1) mains voltage puzzle
	by "Morris Odell" <vilgotch@bigpond.net.au>
  2) Re: CX notes Feb 06
	by "Chris Bowne" <radiobwn@riconnect.com>
  3) RE: mains voltage puzzle
	by "AB Bonds" <ab@vuse.vanderbilt.edu>
  4) Ye Olde Ranger Fix
	by "dmartin" <dmartin@visuallink.com>
  5) Re: mains voltage puzzle
	by spr@earthlink.net
  6) RE: mains voltage puzzle
	by "Bill Hawkins" <bill@iaxs.net>
  7) Tek Junk
	by William Donzelli <aw288@osfn.org>
  8) Re: Tek Junk
	by Richard Loken <richardlo@admin.athabascau.ca>
  9) Re: WTB: ART-13 mount, etc.
	by "Mark J. Blair, NF6X" <nf6x@nf6x.net>
 10) Re: Tek Junk
	by Ben Hall <kd5byb@bellsouth.net>
 11) Balun for trade
	by "Bob Kemp" <bkemp@bobkemp.com>
 12) Re: Tek Junk
	by William Donzelli <aw288@osfn.org>
 13) AWA AM QSO Party
	by "J.D. Mac Aulay, WQ8U" <jmac6235@yahoo.com>
 14) ADMINISTRIVIA: Changing Email Addresses
	by listown@nanniandjack.com (Mail List Owner)
 15) ARC5 screw size
	by ail0@att.net
 16) Re: ARC5 screw size
	by WA5CAB@cs.com
 17) Inbox Implosion
	by David Stinson <arc5@ix.netcom.com>
 18) Re: ARC5 screw size
	by Jan Skirrow <jan@skirrow.org>
 19) Re: ARC5 screw size
	by "S9123" <ebjr@i-55.com>
 20) Hallicrafters FPM-200 Owners' List
	by "James C. Garland" <4cx250b@muohio.edu>
 21) manual
	by "phil" <signetics@netzero.com>
 22) Do you recognize this rig?
	by john <johnmb@nc.rr.com>
 23) Name this rig (with link to pictures this time)
	by john <johnmb@nc.rr.com>
 24) Question On SWL Radios
	by "Liles Garcia" <landn2@verizon.net>

----------------------------------------------------------------------
Message-ID: <002201c631b3$d37c3f00$ad00a8c0@Morris1>
From: "Morris Odell" <vilgotch@bigpond.net.au>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: mains voltage puzzle
Date: Wed, 15 Feb 2006 09:13:04 +1100
MIME-Version: 1.0
Content-Type: text/plain;
	format=flowed;
	charset="iso-8859-1";
	reply-type=original
Content-Transfer-Encoding: 7bit

Hi all,

 I had to repair my trusty Braun boatanchor electric shaver last night after 
the service shop deemed it old enough to be a paperweight (like me really).

I was too busy concentrating on fixing the dirty contact problem caused by 
too much grizzled hair swarf in there to think about how it works till after 
I'd got it all back together again.

The two wire mains cord connects into a voltage selector switch with 4 
positions: 240, 220, 120, 110 volts. From there only FOUR conductors connect 
to the motor windings. There are no capacitors, resistors, inductors, triacs 
etc  (it's a boatanchor, remember).

How do they do it? Am I missing something obvious?

I really don't want to have to take it apart again to find out. The kid at 
the service counter said "you'll never get a modern one as good as this old 
model"......

73 de Morris VK3DOC

------------------------------
Message-ID: <000c01c631b5$6fde2970$83e971d1@aj1g>
From: "Chris Bowne" <radiobwn@riconnect.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: CX notes Feb 06
Date: Tue, 14 Feb 2006 17:24:34 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Breck - what smoked in the ART-13?  Want to know so I can avoid same if
possible in my workhorse ART-13 here.

73,
Chris, AJ1G
Stonington, CT

------------------------------
Content-class: urn:content-classes:message
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable
Subject: RE: mains voltage puzzle
Date: Tue, 14 Feb 2006 16:26:05 -0600
Message-ID: <C2E12B15D2CA56409ED5354B2AA78B0D0221CF64@eecsmail.eecs.local>
From: "AB Bonds" <ab@vuse.vanderbilt.edu>
To: Old Tube Radios <boatanchors@theporch.com>

My guess:  Two main windings, connected together in series (that's =
three).  One winding has a tap (four).  Parallel the ends for one mains =
line and use the CT for the other for the mid-low voltage.  Parallel one =
end and the tap for the lowest voltage.  Series the coils for the =
highest voltage.  Series the coils to the tap for the next lower =
voltage.

A. B. Bonds

> The two wire mains cord connects into a voltage selector=20
> switch with 4=20
> positions: 240, 220, 120, 110 volts. From there only FOUR=20
> conductors connect=20
> to the motor windings. There are no capacitors, resistors,=20
> inductors, triacs=20
> etc  (it's a boatanchor, remember).
>=20
> How do they do it? Am I missing something obvious?
>=20
> I really don't want to have to take it apart again to find=20
> out. The kid at=20
> the service counter said "you'll never get a modern one as=20
> good as this old=20
> model"......
>=20
> 73 de Morris VK3DOC
>=20
>=20

------------------------------
From: "dmartin" <dmartin@visuallink.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Ye Olde Ranger Fix
Date: Tue, 14 Feb 2006 17:42:02 -0500
Message-Id: <20060214223111.M55297@webmail.visuallink.com>
MIME-Version: 1.0
Content-Type: text/plain;
	charset=iso-8859-1

Well, time to operate the AM side of the station with a modicum of technical integrity 
and finally replace the original two-wire fused cord on my Ranger with a proper three 
wire fused arrangement. While I do not prefer a solution that would require removing 
the chassis from the cabinet just to check or replace the new hot-side fuse, an open, 
chassis mounted inline fuse holder somewhere just inside is the most obvious way to 
install one. I suppose if you blow a fuse, you ought to be opening the unit up for a 
check-out anyway. There does not seem to be room on the rear panel to install a 
conventional panel mount fuse holder - the most operationally convenient solution. 
I've heard of some that have actually put a fused mini-box inline with the new three 
wire power cord, complete with strain relief bushings in and out and soft start 
components internal to the mini-box. Effective and convenient, though not real 
elegant, perhaps.

I know this mod has been done a billion times. What are some suggestions?

Tnx.

Dan
WB4GRA

--
Open WebMail Project (http://openwebmail.org)

------------------------------
Message-ID: <14352608.1139958520751.JavaMail.root@elwamui-royal.atl.sa.earthlink.net>
Date: Tue, 14 Feb 2006 18:08:40 -0500 (EST)
From: spr@earthlink.net
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: mains voltage puzzle
Mime-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hi Morris,

Well, you can do two voltages with four wires, just series or parallel the windings. Then you give the switch 4 positions but only two real settings. The motor doesn't care much about the exact mains voltage, and the customer thinks, "Oohhh, FOUR voltages, cool!" and buys the razor.

Me, cynical? Maybe, but this solution has the virtue of requiring the least thought on my part.

Peace,

Scott

-----Original Message-----
>From: Morris Odell <vilgotch@bigpond.net.au>
>Sent: Feb 14, 2006 5:13 PM
>To: Old Tube Radios <boatanchors@theporch.com>
>Subject: mains voltage puzzle
>
>Hi all,
>
> I had to repair my trusty Braun boatanchor electric shaver last night after 
>the service shop deemed it old enough to be a paperweight (like me really).
>
>I was too busy concentrating on fixing the dirty contact problem caused by 
>too much grizzled hair swarf in there to think about how it works till after 
>I'd got it all back together again.
>
>The two wire mains cord connects into a voltage selector switch with 4 
>positions: 240, 220, 120, 110 volts. From there only FOUR conductors connect 
>to the motor windings. There are no capacitors, resistors, inductors, triacs 
>etc  (it's a boatanchor, remember).
>
>How do they do it? Am I missing something obvious?
>
>I really don't want to have to take it apart again to find out. The kid at 
>the service counter said "you'll never get a modern one as good as this old 
>model"......
>
>73 de Morris VK3DOC
>

------------------------------
From: "Bill Hawkins" <bill@iaxs.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: mains voltage puzzle
Date: Tue, 14 Feb 2006 17:24:09 -0600
Message-ID: <024801c631bd$c1816320$0500a8c0@darius.domain.actdsltmp>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Morris,

Dunno how they get four voltages out of four wires, but there
is an answer to the capacitor problem. It's called the "shaded
pole" motor, which works from small into fractional HP motors.
(Um, HP is horsepower, not sure what it is in metric measurement)

You'll see it in old clock motors. There is a copper ring around
part of one of the pole pieces. This shorted turn produces the
phase shift necessary to run the motor.

At least, that's what I think ...

Bill Hawkins

------------------------------
Date: Wed, 15 Feb 2006 16:11:41 -0500 (EST)
From: William Donzelli <aw288@osfn.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Tek Junk
Message-ID: <Pine.SUN.4.20.0602151609160.7961-100000@osfn.org>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

I just received a bunch of Tek scopes and plugin, all big 500 series tube
stuff. Most pieces are missing tubes. Before I scrap a bunch of it - are
there any specific models of plugins or mainframes that are actually worth
the bother (nope, didn't get a tube curve tracer!)?

William Donzelli
aw288@osfn.org

------------------------------
Date: Wed, 15 Feb 2006 15:50:38 -0700 (MST)
From: Richard Loken <richardlo@admin.athabascau.ca>
Subject: Re: Tek Junk
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
Message-id: <Pine.PMDF.3.95.1060215154609.541408497D-100000@admin.athabascau.ca>
MIME-version: 1.0
Content-type: TEXT/PLAIN; charset=US-ASCII

On Wed, 15 Feb 2006, William Donzelli wrote:

> I just received a bunch of Tek scopes and plugin, all big 500 series tube
> stuff. Most pieces are missing tubes. Before I scrap a bunch of it - are
> there any specific models of plugins or mainframes that are actually worth
> the bother (nope, didn't get a tube curve tracer!)?

You should be able to unload a lot of it on fools like me.  I have a 547
with a 1A1 which was getting toward the top of the 500 evolutionary tree.
Transformers, CRT's, entire 1A1 plugins, fans, all the stuff that was 
custom made for the various 500 models should have potential homes.

Knobs!  I would like some of the little wee knobs on the end of the lever
switches.

-- 
   Richard Loken VE6BSV, Systems Programmer - VMS  : "Anybody can be a father
   Athabasca University                            :  but you have to earn 
   Athabasca, Alberta Canada                       :  the title of 'daddy'"
   ** richardlo@admin.athabascau.ca **             :  - Lynn Johnston

------------------------------
Message-ID: <43F3BE3E.30104@nf6x.net>
Date: Wed, 15 Feb 2006 15:50:22 -0800
From: "Mark J. Blair, NF6X" <nf6x@nf6x.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: WTB: ART-13 mount, etc.
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

Mark J. Blair, NF6X wrote:
> I'm looking for some parts to complete my T-47A/ART-13 restoration:
> 
>     * Transmitter mount MT-284 or MT-284A
>     * Dynamotor DY-12 mounting plate (MT-164?)
>     * Fuse cover for dynamotor DY-12
> 
> I know about the transmitter mount on eBay right now... I got outbid at
> over $300. I know these things are hard to find, but that's an awful lot
> of money for under a pound of bent aluminum sheet metal! :-/

Well, I ended up with the winning bid on that eBay transmitter mount
(ouch!!), but I still am looking for the dynamotor mount and fuse cover.

-- 
Mark J. Blair, NF6X <nf6x@nf6x.net>
Web page: http://www.nf6x.net/
GnuPG public key available from my web page.

------------------------------
Date: Thu, 16 Feb 2006 05:10:41 -0600
Subject: Re: Tek Junk
Content-Transfer-Encoding: 7bit
Content-Type: text/plain; charset="us-ascii"; format="flowed"
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
From: Ben Hall <kd5byb@bellsouth.net>
Message-Id: <1140088245.36D344E2@fc9.dngr.org>

Same with fools like me.  Tek used only the highest quality components, 
so the pots, switches, lamps, transformers, terminal strips, and other 
components are very valuable.  No one makes pots as nice as Tek used.

At one point I brought home a lot of Tek scope remains and filled my 
bench stock.  Many of those Tek parts have been used in homebrew gear 
and to fix other gear around my shack...

Thanks and 73,
Ben

> On Wed, 15 Feb 2006, William Donzelli wrote:
>>  I just received a bunch of Tek scopes and plugin, all big 500 series 
>> tube
>>  stuff. Most pieces are missing tubes. Before I scrap a bunch of it - 
>> are
>>  there any specific models of plugins or mainframes that are actually 
>> worth
>>  the bother (nope, didn't get a tube curve tracer!)?
>
> You should be able to unload a lot of it on fools like me.  I have a 
> 547
> with a 1A1 which was getting toward the top of the 500 evolutionary 
> tree.
> Transformers, CRT's, entire 1A1 plugins, fans, all the stuff that was
> custom made for the various 500 models should have potential homes.

Sent from the Sidekick of KD5BYB!

------------------------------
Message-ID: <000701c63348$1e16a420$6401a8c0@radio>
From: "Bob Kemp" <bkemp@bobkemp.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Balun for trade
Date: Thu, 16 Feb 2006 16:27:04 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

I have a little 4:1 balun (Pro Balun) and
I'd like to swap this for a 1:1 unit for a
dipole I'm making up. Anyone want to swap.
Bob
WA0VRC

------------------------------
Date: Thu, 16 Feb 2006 22:36:52 -0500 (EST)
From: William Donzelli <aw288@osfn.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Tek Junk
Message-ID: <Pine.SUN.4.20.0602162235130.4980-100000@osfn.org>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

OK, I will make some sort of list. I am not prepared, or willing for that
matter, to ship whole scopes. These are a bit beat anyway. I am willing to
remove certain bit of them.

Stand by for the list (maybe after Monday).

William Donzelli
aw288@osfn.org

------------------------------
Message-ID: <20060217173328.40181.qmail@web54607.mail.yahoo.com>
Date: Fri, 17 Feb 2006 09:33:28 -0800 (PST)
From: "J.D. Mac Aulay, WQ8U" <jmac6235@yahoo.com>
Subject: AWA AM QSO Party
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=iso-8859-1
Content-Transfer-Encoding: 8bit


--- JAMES HANLON <knjhanlon@msn.com> wrote:

 All y'all,
 
 This may be something I've told some of you about
 before, but I just want to say it "one more time" so
 that I won't leave anyone out.  
 
 On Saturday, February 18, starting at 7 pm EST (0000
 UTC) and running until 7 pm on Sunday, February 19,
 the Antique Wireless Association's AM QSO Party will
 be on the air.  
 
 There will be two "Flagship Stations" in the Party
 this year.  W2AN will be on from the AWA Museum
 Annex in New York State running James Millen's
 personal, 1930's transmitter on 75 meters and other
 gear on 40 and 20 meters.  And I will be on the air
 from New Mexico signing James Millen's personal call
 sign, W1HRX, courtesy of the James Millen Society
 which now holds this call as its club station.  I
 will have a very special transmitter on 80 and 40, a
 National NTX-30 and NSM modulator.  The NTX-30
 originally belonged to O. Eugene Simms, Millen's
 personal assistant at National and also at the James
 Millen Company.  It will be paired with an HRO that
 originally belonged to Professor Bob Higgy, W8IB,
 from The Ohio State University.  I will also have a
 Viking II on 20, paired with an HRO-5TA1.  
 
 W1HRX will be between 3850 and 3885 on 75, around
 7290 +/- QRM on 40, and around 14286 +/- QRM on 20. 
 My friend Doc, K7SO, is coming down for the event;
 so we will have two stations on the air at the same
 time during the contest.  We will listen for SSB and
 CW as well as for AM stations calling us.  
 
 If you would like to work W1HRX and get a James
 Millen QSL card, please give us a call.  
 
 Looking forward with great anticipation to talking
 to you all!
 
 Jim Hanlon, W8KGI
 

------------------------------
From: listown@nanniandjack.com (Mail List Owner)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ADMINISTRIVIA: Changing Email Addresses
Date: Fri, 17 Feb 2006 11:15:00 -0800 (PST)
Message-Id: <20060217191500.BB0441615F@osr506.nanniandjack.com>

Gang-

This periodic post is intended to help subscribers whose  email
address has changed, preventing posting or receipt of the list.

If you change ISP (InterNet Service Provider), simply send me an
email advising the change, and I will do my best to implement the
change quickly.

For those unfortunates, whose ISP has made a change without advising
their customers of the potential impact of that change on
subscribers to email lists like the boatanchors, where one must
be a subscriber to post to the list, try to follow along...

Under some circumstances, the changes to your email address are
"transparent" to you, but prevent posting. I get error notification
for these kinds of problems, and I try to work them out. However,
I may miss one, and on this end, the process is anything BUT
automatic.

You have a bigger stick than I do. You and your ISP have the primary
responsibility to repair the problems caused by the change at the
ISP. I have zero leverage with your ISP, and you have great leverage.

Most ISP maintain a customer service department to help with problems
like these. This should be your first line of support for email
problems. I am happy to assist and consult, but try to understand
that when your ISP makes a change to their email handler, and that
change prevents you from posting to the boatanchors list, I can help,
but resolving this problem is your responsibility, working with your
ISP. I am but a volunteer, contributing my time to administer the list.

Thank you for your attention.
--
73
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Archiver/Owner - - -
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"
Fri Feb 17 11:15:00 PST 2006

------------------------------
From: ail0@att.net
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ARC5 screw size
Date: Fri, 17 Feb 2006 21:47:58 +0000
Message-Id: <021720062147.977.43F6448D000B1B4F000003D12160281060CF04070E@att.net>

What size are the screws that hold the covers on the ARC5 rcvrs & xmtrs?
Art K3HBA

------------------------------
From: WA5CAB@cs.com
Message-ID: <1a1.458ccf5b.3127af5e@cs.com>
Date: Fri, 17 Feb 2006 17:59:42 EST
Subject: Re: ARC5 screw size
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_1a1.458ccf5b.3127af5e_boundary"


--part1_1a1.458ccf5b.3127af5e_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

#3-48 UNC.

In a message dated 2/17/2006 3:48:35 PM Central Standard Time, ail0@att.net 
writes: 
> What size are the screws that hold the covers on the ARC5 rcvrs &xmtrs?
> Art K3HBA
> 

Robert Downs - Houston
<http://www.wa5cab.com> (Web Store)
MVPA 9480
<wa5cab@cs.com> (Primary email)
<wa5cab@houston.rr.com> (Backup email)

--part1_1a1.458ccf5b.3127af5e_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_1a1.458ccf5b.3127af5e_boundary--

------------------------------
Message-ID: <7597770.1140217668802.JavaMail.root@elwamui-little.atl.sa.earthlink.net>
Date: Fri, 17 Feb 2006 17:07:48 -0600 (GMT-06:00)
From: David Stinson <arc5@ix.netcom.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Inbox Implosion
Mime-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit


My Inbox has imploded and all mail, addresses and bookmarks
 for the last several months have joined the choir invisible.  
I do have a "deep backups," but they're difficult to parse quickly,
and any mail sent in the past two days has been irretrevably lost.  
If you've written me, or if we're supposed to be doing something
that was either in my mail box or has slipped my old and clouded mind,
please write again so I can make it right.
Thanks,
Dave S.

------------------------------
Message-ID: <43F65B60.3080101@skirrow.org>
Date: Fri, 17 Feb 2006 15:25:20 -0800
From: Jan Skirrow <jan@skirrow.org>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: ARC5 screw size
Content-Type: multipart/alternative;
 boundary="------------040207000801020506080009"

This is a multi-part message in MIME format.
--------------040207000801020506080009
Content-Type: text/plain; charset=ISO-8859-1; format=flowed
Content-Transfer-Encoding: 7bit

3-48 McMasterCarr has them.

73, Jan - VE7DJX

ail0@att.net wrote:

>What size are the screws that hold the covers on the ARC5 rcvrs & xmtrs?
>Art K3HBA
>
>
>
>  
>

--------------040207000801020506080009
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--------------040207000801020506080009--

------------------------------
Message-ID: <006a01c6341b$d2a61960$689ecdd1@s0023531634>
From: "S9123" <ebjr@i-55.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: ARC5 screw size
Date: Fri, 17 Feb 2006 17:40:57 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="Windows-1252"
Content-Transfer-Encoding: 7bit

That is 3-48 size.
73,
Sandy W5TVW

----- Original Message ----- 
From: <ail0@att.net>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Friday, February 17, 2006 3:47 PM
Subject: ARC5 screw size


| What size are the screws that hold the covers on the ARC5 rcvrs & xmtrs?
| Art K3HBA
| 
| 
| 
| -- 
| No virus found in this incoming message.
| Checked by AVG Free Edition.
| Version: 7.1.375 / Virus Database: 267.15.10/263 - Release Date: 2/16/2006
| 
| 

------------------------------
Message-Id: <6.2.5.6.2.20060218082609.01e32748@muohio.edu>
Date: Sat, 18 Feb 2006 08:42:29 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: "James C. Garland" <4cx250b@muohio.edu>
Subject: Hallicrafters FPM-200 Owners' List
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

Gang,
As many of you know, I've been maintaining an FPM-200 transceiver 
owners' list since 1994. Inititlally I thought that there were fewer 
than 25 of these radios in existence, but every year one or two keep 
popping out of the woodwork. Today I added no. 32 to my list 
(http://www.w8zr.net/vintage/tcvrs/FPM200_list.htm). The lucky owner 
is Don Sommerfeld, K9KNZ, who found his recently at an estate sale. 
 From 1966 to 1970 Don worked at the Hallicrafters 5th Ave plant in 
their military division, and has always dreamed of finding an FPM-200.

Of the 32 radios on my list, I'd estimate about 10 to be 
operational.to some degree. Some owners do not have the matching 12V 
power supply and are unable to test their radio. Finding a suitable 
power supply can be a big problem because of the unusual 
military-type power connector on the radio that combines the antenna, 
switching, speaker and 12V together. (It resembles the connector on a 
KWM-1, but is bigger and has more pins.)

Interestingly, the FPM-200 is not particularly difficult to service. 
The parts are mounted on glass-epoxy circuit printed circuit boards 
(keep in mind, this is 1959!), and the manual is extremely complete, 
with large fold-out circuit diagrams and photographs of all the boards.

Many of the names on my list are List members. I'd appreciate your 
letting me know if you become aware of any transaction involving one 
of these radios.

73,

Jim Garland W8ZR

------------------------------
Message-ID: <000b01c6349a$4f8bae80$5fbaf904@default>
From: "phil" <signetics@netzero.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: manual
Date: Sat, 18 Feb 2006 09:47:55 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

I am looking for the manual for the Signal Generator manufactured
by Ferris instrument Corp, model 22A

Any help would be appriciated
Phil  signetics@netzero.com

------------------------------
Message-Id: <6.2.1.2.2.20060218111749.024048a8@pop-server.nc.rr.com>
Date: Sat, 18 Feb 2006 11:21:16 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@nc.rr.com>
Subject: Do you recognize this rig?
Mime-Version: 1.0
Content-Type: text/plain; charset=us-ascii; format=flowed

Anyone recognize the origin of a transmitter with the following features:

829 PA
12AU7 VFO
5 oscillator stages, each built around a 6AG7 tube?

Can provide more details...trying to find the provenance of this old rig!
73
John K5MO



-- 
No virus found in this outgoing message.
Checked by AVG Free Edition.
Version: 7.1.375 / Virus Database: 267.15.11/264 - Release Date: 2/17/2006

------------------------------
Message-Id: <6.2.1.2.2.20060218142037.023de578@pop-server.nc.rr.com>
Date: Sat, 18 Feb 2006 14:25:13 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@nc.rr.com>
Subject: Name this rig (with link to pictures this time)
Mime-Version: 1.0
Content-Type: text/plain; charset=us-ascii; format=flowed

Here's a link to pictures of the rig I'm trying to identify.  John K4OZY 
found this for me, and I'm trying to determine if it's built from any 
specific article.

It appears that there's a separate buffer stage for each band, comprised of 
a 6AG7, with an 829 final (correction from my earlier post!). The VFO is 
built around a 12AU7

http://www.k5mo.com/Temporary/HB1.jpg
http://www.k5mo.com/Temporary/HB2.jpg
http://www.k5mo.com/Temporary/HB3.jpg

Anyone recognize the design? Whoever built it (besides being a craftsman) 
must have owned a sheet metal screw company!
Thanks
John



-- 
No virus found in this outgoing message.
Checked by AVG Free Edition.
Version: 7.1.375 / Virus Database: 267.15.11/264 - Release Date: 2/17/2006

------------------------------
Date: Sat, 18 Feb 2006 23:08:21 -0800
From: "Liles Garcia" <landn2@verizon.net>
Subject: Question On SWL Radios
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <OBEDKFDGHEPDGADPPEHFEEPDCAAA.landn2@verizon.net>
MIME-version: 1.0
Content-type: text/plain; charset=iso-8859-1
Content-transfer-encoding: 7bit

Good evening Everybody,

I would like to ask you all on our List if anyone is familiar with a type of
SWL radio that RCA ( and maybe other companies ) made?  These radios are
almost communications receivers, but don't have crystal filters, multiple
selectivity widths, and noise limiters.  Here are some of the features and
characteristics that these radios have:

                  11 or 12 tubes
                  about eight bands ( usually in a bandspread format like
                                          a TransOceanic )
                  separate local oscillator tube
                  tuning eye tube for signal indication
                  usually two IF stages
                  push-pull output
                  RF amplifier

You can see that these are full-featured radios for a home radio.  They have
wooden cases, are table-top radios, and are pre-war and post-war.  These
radios are almost as complex circuit-wise as some of the communications
receivers that we have.  Examples of RCA models are the Model Q36, Model
Q44, and Model Q45.  Have any of you all ever run across any of these?  One
interesting thing about these models ( at least to me ) is that they are
every bit as complex as the high-dollar multi-tube console radios, but they
are table-top radios.  Another question that I have is how common these
radios are?  I have only seen one.  With an 11 or 12 tube chassis, these
radios would definitely qualify as " boatanchors ".

If this question has general interest, you experts can reply to our List.
Many thanks in advance for any information.  Everybody have a great rest of
the weekend, and a great President's Day!!

Regards from Aloha, Oregon,
Liles Garcia
landn2@verizon.net


------------------------------

End of BOATANCHORS Digest 3892
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